
Axial Round 

FEATURES

• 5 years (2 years + 3 years) extended warranty
• Matt white & clear PC finish
• Constructed from die cast aluminium alloy & polycarbonate
• Adjustable
• 355º rotation and 60º tilt

SPEC DATA

Product Wattage:    9W
Product Lumen:    750
Lumen/W:    83
Kelvin:     3000K
Energy Rating:    F
Dimmable:    No
Beam Angle:    24º
Power Factor:     0.5
CRI:     80
Lifetime (Hours):    30000
LED Type:                                 COB
SDCM:     6
Driver Brand:                            Eagerise
Driver Type:    Constant current 350mA
Inrush Current at Start Up:     Max. 15A
Product Voltage:    220-240V
Hertz:     50/60
Operating Temp.:    -20 to 40 Degree
IP Rating:                    20
Cut out:     Ø77mm
Minimum Cavity Depth:            75mm
Product Weight (KG):   0.28
Terminal Block:    2 way
Class:      2
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ACCESSORIES

92514, Emergency LED conversion kit
92722, LED driver constant current dimmable
           14W 200/250/300/350mA selectable
101339, EM Conversation self test

Saxby Lighting, Cabot Lane, Creekmoor, Poole, Dorset, BH17 7BY.
T: (+44) 033 00 555 885  F: (+44) 01202 409811  E: sales@saxbylighting.com  
www.saxbylighting.com


